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    1. Important Safety Instructions 

WARNING! 
Before you install and use Your Inverter, to read and save 
these safety instructions. 

 

 
1-1. General Safety Precautions 

1-1-1. Do not expose the Inverter to rain, snow, spray, bilge or dust. 
To reduce risk of hazard, do not obstruct the ventilation 
openings.    Do not install the Inverter in a zero-clearance  
compartment.  Overheating may result. 

1-1-2. To avoid a risk of fire and electric shock.  Make sure that existing 
wiring is in good electrical conditions and the size is not undersized. 
Do not operate the Inverter with damaged or substandard wiring. 

1-1-3. This equipment contains components which can produce arcs or 
sparks.    To prevent fire or explosion, do not install in compartments 
containing batteries or Flammable materials or in locations which 
require ignition protected equipment.    This includes any space 
containing gasoline-powered machinery, fuel tanks, or joints, fittings, 
or other connection between components of the fuel system. 

1-2. Precautions When Working with Batteries 
1-2-1. If battery acid contacts skin or clothing, wash immediately with soap 

and water.    If acid enters eye, immediately flood eye with running 
cold water for at least 20 minutes and get medical attention 
immediately. 

1-2-2. Never smoke or allow a spark or flame in vicinity of battery or Engine. 

1-2-3. Do not drop a metal tool on the battery.    The resulting spark or 
short-circuit on the battery of other electrical part may cause an 
explosion. 

1-2-4. Remove personal metal items such as rings, bracelets, necklaces,  
and watches when working with a lead-acid battery. 
A lead-acid battery can produces a short-circuit current high enough  
to weld a ring or the like to metal, causing severe burns. 
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2.Features 
2-1. Electrical Performance  150W 

Specification Model No. 

Item  S150-112 S150-124 S150-212 S150-224 

Continuous Output 
Power 150W  

Surge Rating 200W 

Input Voltage 12V 24V 12V 24V 

Input Voltage Range 10.5 – 15.0 21.0 – 30.0 10.5 – 15.0 21.0 – 30.0 

Output Voltage 110 VAC ±5% 230 VAC ±5% 

Frequency 50 / 60Hz  ± 0.3% 

Max. Efficiency   87% 88% 87% 88% 

No Load Current Draw 0.20A 0.16A 0.22A 0.16A 

Output Waveform Pure Sine Wave ( THD 5.0% Typical )  

Power Factor Allowed cosθ-90° ~ cosθ+90° 

Protection 
Overload, Short Circuit, Reverse Polarity (Fuse),  
Over / Under Input Voltage, Over Temperature. 

Remote Control Yes, On/Off controlled by external switch 

Safety    UL458   EN60950  

EMC   FCC Class B 

EN55022：1997 
EN61000-3-2：1998 
EN61000-3-3：1995 
EN55024：2001 

 
  e-Mark 
e13-022025

 

Operating Temperature  0 – 40 ℃ 

Storage Temperature  -30℃ to 70℃ 

Fan Cooling  Thermostatically controlled  

Dimensions (L x W x H)  200 x 132 x 72 mm / 7.87 x 5.20 x 2.83 inch   

Weight 2.7 kgs. / 5.4 Lbs.  
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2-2. Electrical Performance  300W 

Specification Model No. 

Item  S300-112 S300-124 S300-212 S300-224 

Continuous Output 
Power 300W 

Surge Rating 400W 

Input Voltage 12V 24V 12V 24V 

Input Voltage Range 10.5 – 15.0 21.0 – 30.0 10.5 – 15.0 21.0 – 30.0 

Output Voltage 110 VAC ±5% 230 VAC ±5% 

Frequency 50 / 60Hz  ± 0.3% 

Max. Efficiency   89% 89% 89% 89% 

No Load Current Draw 0.24A 0.28A 0.26A 0.28A 

Output Waveform Pure Sine Wave ( THD 5% Typical ) 

Power Factor Allowed cosθ-90° ~ cosθ+90° 

Protection 
Overload, Short Circuit, Reverse Polarity (Fuse),  
Over / Under Input Voltage, Over Temperature. 

Remote Control Yes, On/Off controlled by external switch 

Safety    UL458   EN60950  

EMC   FCC Class B 

EN55022：1997 
EN61000-3-2：1998 
EN61000-3-3：1995 
EN55024：2001 

 
e-Mark 

e13-022078
 

Operating Temperature  0 – 40 ℃ 

Storage Temperature  -30℃ to 70℃ 

Fan Cooling  Thermostatically controlled  

Dimensions (L x W x H)  237 x 155 x 72 mm / 9.33 x 6.10 x 2.83 inch    

Weight 3.5 kgs.  /  7.7 Lbs. 
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